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Getting StartedGetting Started

►► PrePre--Inspection PlanningInspection Planning

�� Required FrequenciesRequired Frequencies

�� Areas to be inspectedAreas to be inspected

�� Record / Report RequirementsRecord / Report Requirements

�� Inspector QualificationsInspector Qualifications

�� Equipment Equipment 

�� Forms / ChecklistsForms / Checklists

�� Corrective Action ProcedureCorrective Action Procedure



Inspection Frequencies Differ by Inspection Frequencies Differ by 

PermitPermit

►►Industrial FacilitiesIndustrial Facilities

�� 2 Comprehensive per year (minimum)2 Comprehensive per year (minimum)

►►Construction SitesConstruction Sites

�� Once per 2 week plus following rainOnce per 2 week plus following rain

►►Storm sewers serving Cities > 10,000Storm sewers serving Cities > 10,000
(Municipal Separate Storm Sewer Systems    MS4s (Municipal Separate Storm Sewer Systems    MS4s –– for short)for short)

�� Annual to once in 5 years Annual to once in 5 years 

►►(based on structure type)(based on structure type)



SWPP Plan SWPP Plan –– InspectionsInspections
Construction Permit: Construction Permit: Pg 9;Pg 9; Part II.C.6 Part II.C.6 -- also see Part III.A also see Part III.A 

�� At least once every 14 calendar days At least once every 14 calendar days 

and within 24 hours after any storm and within 24 hours after any storm 

event of greater than 0.50 inches of event of greater than 0.50 inches of 

rain per 24rain per 24--hour period during active hour period during active 

constructionconstruction

�� Reduced frequencies allowed for:Reduced frequencies allowed for:

�� Winter (suspend if no outdoor work)Winter (suspend if no outdoor work)

�� Completed areas Completed areas 

►►Stabilized Stabilized –– once per monthonce per month

�� Long linear projectsLong linear projects



RecordsRecords

Inspection records must contain the following:Inspection records must contain the following:

1) Date and time of the inspection1) Date and time of the inspection
2) Name and qualifications of the inspector2) Name and qualifications of the inspector
3) Major observations relating to the3) Major observations relating to the

implementation of the SWPP planimplementation of the SWPP plan
4) Corrective actions taken4) Corrective actions taken
5) Rainfall date and amount for all events >1/2 in 5) Rainfall date and amount for all events >1/2 in 
6) Updates to SWPP when E/S controls are 6) Updates to SWPP when E/S controls are 

changedchanged

Inspection reports kept on file with the BMP plan for at least tInspection reports kept on file with the BMP plan for at least three (3) hree (3) 
years after the date of inspectionyears after the date of inspection



Checklist, Forms, Logs



What Must Be InspectedWhat Must Be Inspected

►►Overall Housekeeping & Control practicesOverall Housekeeping & Control practices

�� Sediment leaving disturbed areasSediment leaving disturbed areas

�� Material storage secureMaterial storage secure

►►Discharge points Discharge points 

�� Adjacent properties Adjacent properties 

�� Surface watersSurface waters

►►Erosion / Sediment ControlsErosion / Sediment Controls

�� Installed and working correctlyInstalled and working correctly

�� Maintenance needed?Maintenance needed?





HousekeepingHousekeeping

►► Concrete wash water Concrete wash water 
�� Must be containedMust be contained

�� Cannot drain to storm sewer Cannot drain to storm sewer 

►► Bulk storage must have adequate leak and Bulk storage must have adequate leak and 
spill protectionspill protection

►► Dewatering or basin draining (e.g., pumped Dewatering or basin draining (e.g., pumped 
discharges, trench/ditch cuts for drainage) discharges, trench/ditch cuts for drainage) 
must follow must follow BMPsBMPs
�� must be operated to minimize release of sediment must be operated to minimize release of sediment 

�� include energy dissipation device.include energy dissipation device.



Equipment AccessEquipment Access

Vehicle exit locations must be Vehicle exit locations must be 
inspected for sediment tracking inspected for sediment tracking 
onto paved surfaces. onto paved surfaces. 

Tracked sediment must be Tracked sediment must be 
removed from paved surfaces, removed from paved surfaces, 
within 48 hours, within 48 hours, 
or within a shorter time or within a shorter time 
specified by local authorityspecified by local authority



Sediment ponds, traps, basinsSediment ponds, traps, basins

�� Built as designedBuilt as designed

�� Adequate Sediment Adequate Sediment 
storage storage 

�� Outlet riser to provide Outlet riser to provide 
24hr detention24hr detention

�� Stabilized emergency Stabilized emergency 
overflowoverflow

�� Energy dissipation outletEnergy dissipation outlet

�� CleanClean--out required when out required when 
½½ fullfull



Sediment Pond / BasinSediment Pond / Basin

Construction Permit CriteriaConstruction Permit Criteria----
Appendix 1, Page 19Appendix 1, Page 19



Down Slope BarriersDown Slope Barriers
Silt fenceSilt fence

►► Stakes secure & Stakes secure & 
trenchedtrenched--inin

►► JJ--hook (smile)hook (smile)

►► 1/4ac per 100ft 1/4ac per 100ft 

►► Should not be in channel Should not be in channel 
(unless you need a (unless you need a 
temp. dam)temp. dam)

►► Sediment Removal Sediment Removal 
needed when 1/3 heightneeded when 1/3 height



Infrastructure O&M



BiorollsBiorolls, Wattles, Wattles

Check the installation to ensure it Check the installation to ensure it 
matches design matches design 
Are they serviceable for purposeAre they serviceable for purpose
No endNo end--around flowaround flow



Storm Sewer InletsStorm Sewer Inlets

►► Do not block Do not block –– risk risk 

floodingflooding

►► Overflow or bypass for Overflow or bypass for 

high flowhigh flow

►► Local conditions on useLocal conditions on use





Temporary Erosion ProtectionTemporary Erosion Protection

►► Seed & mulch on areas where Seed & mulch on areas where 
grading ceased grading ceased 

►► Sufficient amount and Sufficient amount and 
anchoring anchoring 

►► Water and wind erosion Water and wind erosion 
protectionprotection

►► 21 day time for cover on area 21 day time for cover on area 
within 200ft of waterwithin 200ft of water
�� Pond embankments, Ditches, Pond embankments, Ditches, BermsBerms, , 

Soil StockpilesSoil Stockpiles

�� Does not include clean aggregate, Does not include clean aggregate, 
demolition concrete and sand demolition concrete and sand 
stockpilesstockpiles





StockpilesStockpiles

Temporary soil stockpiles must have effective Temporary soil stockpiles must have effective 
sediment controls, sediment controls, 

Not placed in waterwaysNot placed in waterways

�� Curb and gutter systemsCurb and gutter systems

�� ConduitsConduits

�� DitchesDitches



Ditch StabilizationDitch Stabilization

Are dAre ditches draining water offitches draining water off--site or diverting water site or diverting water 

around site stabilized within 200 lineal feet of discharge around site stabilized within 200 lineal feet of discharge 

to surface water or adjacent property?to surface water or adjacent property?

Should be done within 24 hrs of connecting Should be done within 24 hrs of connecting 



Erosion Control BlanketErosion Control Blanket

►► Per Manufacturer / designPer Manufacturer / design

►► Check staple patternCheck staple pattern

►► Proper lapProper lap



Pipe outletsPipe outlets

�� Must have temporary Must have temporary 

or permanent energy or permanent energy 

dissipation within 24 dissipation within 24 

hours of connectionhours of connection

�� Proper material per Proper material per 

design design –– expected flowexpected flow





DocumentationDocumentation

►► Inspections must be recorded in writing!  Inspections must be recorded in writing!  If If 
theythey’’re not written down then they did not re not written down then they did not 
occur.occur.

►► Document when substantial changes are made Document when substantial changes are made 
to to ESCESC’’ss or other SWPP itemsor other SWPP items

►► SWPP & Records SWPP & Records mustmust be available upon be available upon 
requestrequest

�� DepartmentDepartment

�� Operator of municipal storm sewerOperator of municipal storm sewer

�� EPAEPA

►► 3 year record retention3 year record retention



DiscussionDiscussion


